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SPARE PARTS AND TOOLS

Spare parts name Specification parameters Quantity

Double nozzle 1.0 Raytools BM111 dedicated 5
Double nozzle 1.5 Raytools BM111 dedicated 5
Double nozzle 2.0 Raytools BM111 dedicated 5
Double nozzle 2.5 Raytools BM111 dedicated 5
Double nozzle 3.0 Raytools BM111 dedicated 5
Double nozzle 3.5 Raytools BM111 dedicated 5
Double nozzle 4.0 Raytools BM111 dedicated 5
Single layer nozzle 1.5 Raytools BM111 dedicated 5
Single layer nozzle 2.0 Raytools BM111 dedicated 5
Single layer nozzle 2.5 Raytools BM111 dedicated 5
Single layer nozzle 3.0 Raytools BM111 dedicated 5
Single layer nozzle 3.5 Raytools BM111 dedicated 5
Single layer nozzle 4.0 Raytools BM111 dedicated 5
Fiber optic protection mirror Raytools BM111 dedicated 20 pieces
Ceramic Body Raytools BM111 dedicated 10 pieces
Laser Cleaning Kit Raycus dedicated 1 set
Laser protective glasses Fiber laser dedicated 1 pair

Keyboard and mouse set Bertru

handheld set 1 set

Footing 1 set
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RELATED TECHNICAL REQUIREMENTS

Requirement

The processed pipe should be free of serious rust, rust will affect the quality of the cut section.

The tubes should not be stored in the open air, and should be placed flat, preferably with oil on the
surface or in a package. Make sure the front end should be flush and the burr residual height of
both ends << 5mm. bundles of pipes should ensure the same length and the maximum error is less
than 300mm.

For the welded pipe, the external weld is basically flat and the height needs to be less than 0.3mm.
the height of the internal cavity weld needs to be less than 2mm.

The twist and bend of the pipe should be no less than "GB/T 6728-2002 Cold-formed hollow section
steel size, shape, weight and allowable deviation".

The pipe requires flat and straight, with a bend of 1 mm/1m (4 mm/10m).

Twist in the direction of the length of the pipe, the total twist should be less than 0.02% of the total
length.

The outer diameter tolerance of the profile is not greater than £0.5% of the outer diameter, minimum
0.2mm (according to GB/T 17395-1998 standardized outer diameter deviation grade D4).

The safety of people and equipment should be taken care of when loading the tubes. The loading
needs to be carried out by a traveling crane and operated and transported by qualified and certified
professionals. The traveling crane is required to have fast and slow speed functions, and the bundle
needs to use the slow speed function to approach the loading table when approaching the
equipment.

Workpiece processing accuracy: on the basis of material error, the position error is IT12, and the
shape contour error is IT12.

Cut pipe 0-6mm section roughness with the material material, thickness, etc. have different
variations.

The use of the party must be required by the instructions for regular maintenance of the machine,
due to the lack of regular maintenance caused by the damage to the machine, we have the right not
to provide maintenance.

To ensure the cutting effect and tube deformation, the relationship between tube thickness and tube
diameter (maximum diagonal) is required as follows

Pipe diameter greater than ¢ 50:

1/40 of the pipe diameter < pipe thickness < 1/10 of the pipe diameter

Pipe diameter greater than ¢ 50:

0.8mm < pipe thickness < 1/10 of the diameter of the pipe

For the bending disturbance exceeds the relevant standards can not guarantee the cutting effect.

For automatic loading, it needs to be placed in the prescribed direction and position, not at random.
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EQUIPMENT WORKING CONDITIONS

Requirement

Laser/Water Cooler

Machine tools

The rest of the accessories

1 Power
suppl
Y Stability of three-phase
power supply
Three-phase power
imbalance
Grounding
2 .
Water Chiller water
3 Gas Cutting gas
Temperature requirements
Working - .
4 conditions Humidity requirements
Foundation requirements
e Materials

22.5KVA

14KVA

27KVA

380V+5%, 60Hz Max. loading

length 6 m
Max. down
0,
2D length 2.5m
<40hm

Cooling water for chillers: distilled
water (conductivity <10)

Auxiliary air: water-free and oil-
free compressed air, pressure 0.5
to 0.8 MPa
Oxygen (02): purity = 99.95 %
Nitrogen (N2): purity=99.95 %
Cutting head protective gas (N2):
purity>99.995%

5-35 degrees Celsius

Less than 70%

No vibration source should be
nearby

For carbon steel and stainless steel tubes: high quality surface and no rust
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MACHINE OCCUPATION MAP
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Corner Technique Quick Frog-Leap

The proper setting of corner technique including gas pressure, TubePro will optimize laser head lifting path and maintain
laser peak power and duty cycle will improve and perfect XYB axes motions while laser head traveling to next
corner production efficiency and quality. toolpath to achieve high efficiency production.

‘ r : r
- ‘

Using Not using
Smooth Microjoint , Smooth Microjoin
@
@
[ ] €] Py
'
Side leveling Smooth MicroJoint
Single-sided leveling can correct a flat pipe Smooth cutting and easy unloading ensure high efficiency

surface of the pipe to a horizontal state, and

Monitoring alarm Free Form Tube &

TubePro supports profiles and free form tube production of
U/L/H/T channels, Obround, oval and polygon etc.

During the operation of the machine tool, all cutting heads,
chucks, water coolers and other functions will be
monitored, and if there is a fault, it will alarm in real time
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CUTTING PARAMETER

Laser Source Omm 2mm 4mm  6émm  8mm 10mm 12mm 14mm 16mm 18mm 20mm 22mm 25mm

6000w

e

4000W
[
0 |

3000W
'
|

2000W
| @ Mild Steel
] X

1500W ) Stainless Steel

) () Aluminum

[ @® Brass
]

1000W

Cutting Samples

Applicable to cutting carbon steel, stainless steel, aluminum, brass , alloy metals, etc.
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SERVICE PROCESS

Provide application Reply to customer's Provide professional
consulting inquiry advice

Interested in cooperation 4J

Q h-:: 2 I
@ - ¥ =
o= |1 o
intensive study Propose the optimal Provide inspection
scheme reception
O—
il <4
Technical training Installation and
for users commissioning

w— =]
ol ey
ES —s
= 9. ]

Carry out regular In case of equipment Ensure to provide all
maintenance of failure, maintenance kinds of spare parts
products service shall be provided and maintenance

in the shortest time materials in time
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SERVICE MAINTENANCE PROCESS

Maintenance Service

\J

Self-service

Operation Manual |<—

Common Problem |«

Video Tutorial o

A
Online Service

Online Engineer -

Online Telephone |«

Wechat Service <

:

Field
Maintenance

"

Confirm whether the

YES

l

Confirm whether it is

product is within the
warranty period

covered bv warrantv

NO

l

NO >

Send the maintenance
charge quotation to the

customer

YES

l

The customer sends
back the
confirmation and
remits the navment

Arrive at the site within 4 hours

Fill in the basic
information in the
maintenance record
sheet

Ask the customer

—»| to helpfill in the —>

fault phenomenon

The maintenance record
sheet shall be submitted to
the customer for signature
and acceptance

Analyze and check
the fault status and
eliminate the fault

l

Analyze and check the fault status,
eliminate the fault, comprehensively
maintain the equipment, and record the
treatment process in detail
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Adjust the height of the feet
according to the test results of the
strip level to ensure the accuracy
of subsequent installation

Use photoelectric autocollimator to
detect the straightness and flatness
of the guiderail to ensure that the
detection value is within the
standard range

The relative position of the guide rail
and the guide rail is locked and
clamped by the measuring rod.
Statistics and analysis of
measurement data to ensure that
they are parallel

After the beam is installed . use a
three-coordinate measuring
instrument to check the coaxiality to
ensure the relative perpendicularity
of the X /Y / Z three-axis

The laser interferometer tests the Z-
axis positioning accuracy to ensure
the accuracy of the whole machine

The laser interferometer tests the X-

axis positioning accuracy to ensure
the accuracy of the whole machine

Simulate the high-intensity test of
various harsh conditions in the
actual use of the equipment , and at
the same time , according to the
requirements of use , rationalize the
improvement to ensure the factory
pass rate and improve the reliability
of the equipment

grupohitec.com

The laser interferometer tests the Y-
axis positioning accuracy to ensure
the accuracy of the whole machine

Adopt sealed composite aluminum
foil moisture-proof low-pressure
packaging and thick wooden boards
to protect the fuselage to prevent
bumps and collisions during

shipping , and minimize unnecessary
mechanical losses that may occur
during transportation



SERVICE DELIVERY PROCESS

1 2 3

Machine Inspection Component Fixing Protective Film Wrapping

Wooden Boxseal Edge Reinforcement Separate Packaging

7 8 9

Lifting Rail Container Loading Transportation
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Contactanos

= info@grupohitec.com

=< ventas@grupohitec.com

@ grupohitec.com



